§214.101

Railroad bridge worker or bridge worker
means any employee of, or employee of
a contractor of, a railroad owning or
responsible for the construction, in-
spection, testing, or maintenance of a
bridge whose assigned duties, if per-
formed on the bridge, include inspec-
tion, testing, maintenance, repair, con-
struction, or reconstruction of the
track, bridge structural members, op-
erating mechanisms and water traffic
control systems, or signal, communica-
tion, or train control systems integral
to that bridge.

Restricted speed means a speed that
will permit a train or other equipment
to stop within one-half the range of vi-
sion of the person operating the train
or other equipment, but not exceeding
20 miles per hour, unless further re-
stricted by the operating rules of the
railroad.

Roadway maintenance machine means
a device powered by any means of en-
ergy other than hand power which is
being used on or near railroad track for
maintenance, repair, construction or
inspection of track, bridges, roadway,
signal, communications, or electric
traction systems. Roadway mainte-
nance machines may have road or rail
wheels or may be stationary.

Roadway work group means two or
more roadway workers organized to
work together on a common task.

Roadway worker means any employee
of a railroad, or of a contractor to a
railroad, whose duties include inspec-
tion, construction, maintenance or re-
pair of railroad track, bridges, road-
way, signal and communication sys-
tems, electric traction systems, road-
way facilities or roadway maintenance
machinery on or near track or with the
potential of fouling a track, and
flagmen and watchmen/lookouts as de-
fined in this section.

Self-retracting lifeline/lanyard means a
deceleration device that contains a
drum-wound line that may be slowly
extracted from, or retracted onto, the
drum under slight tension during nor-
mal employee movement, and which,
after onset of a fall, automatically
locks the drum and arrests the fall.

Snap-hook means a connector com-
prised of a hook-shaped member with a
normally closed keeper, that may be
opened to permit the hook to receive
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an object and, when released, auto-
matically closes to retain the object.

Train approach warning means a
method of establishing on-track safety
by warning roadway workers of the ap-
proach of trains in ample time for
them to move to or remain in a place
of safety in accordance with the re-
quirements of this part.

Train coordination means a method of
establishing working limits on track
upon which a train holds exclusive au-
thority to move whereby the crew of
that train yields that authority to a
roadway worker.

Train dispatcher means the railroad
employee assigned to control and issue
orders governing the movement of
trains on a specific segment of railroad
track in accordance with the operating
rules of the railroad that apply to that
segment of track.

Watchman/lookout means an employee
who has been annually trained and
qualified to provide warning to road-
way workers of approaching trains or
on-track equipment. Watchmen/look-
outs shall be properly equipped to pro-
vide visual and auditory warning such
as whistle, air horn, white disk, red
flag, lantern, fusee. A watchman/look-
out’s sole duty is to look out for ap-
proaching trains/on-track equipment
and provide at least fifteen seconds ad-
vanced warning to employees before ar-
rival of trains/on-track equipment.

Working limits means a segment of
track with definite boundaries estab-
lished in accordance with this part
upon which trains and engines may
move only as authorized by the road-
way worker having control over that
defined segment of track. Working lim-
its may be established through ‘‘exclu-
sive track occupancy,” ‘‘inaccessible
track,” ‘“‘foul time”’ or ‘‘train coordina-
tion”’ as defined herein.

[67 FR 28127, June 24, 1992, as amended at 61
FR 65975, Dec. 16, 1996; 67 FR 1906, Jan. 15,
2002; 68 FR 44407, July 28, 2003]

Subpart B—Bridge Worker Safety
Standards

§214.101 Purpose and scope.

(a) The purpose of this subpart is to
prevent accidents and casualties aris-
ing from the performance of work on
railroad bridges.
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(b) This subpart prescribes minimum
railroad safety rules for railroad em-
ployees performing work on bridges.
Each railroad and railroad contractor
may prescribe additional or more strin-
gent operating rules, safety rules, and
other special instructions not incon-
sistent with this subpart.

(c) These provisions apply to all rail-
road employees, railroads, and railroad
contractors performing work on rail-
road bridges.

(d) Any working conditions involving
the protection of railroad employees
working on railroad bridges not within
the subject matter addressed by this
chapter, including respiratory protec-
tion, hazard communication, hearing
protection, welding and lead exposure
standards, shall be governed by the
regulations of the U.S. Department of
Labor, Occupational Safety and Health
Administration.

§214.103 Fall protection, generally.

(a) Except as provided in paragraphs
(b) through (d) of this section, when
bridge workers work twelve feet or
more above the ground or water sur-
face, they shall be provided and shall
use a personal fall arrest system or
safety net system. All fall protection
systems required by this section shall
conform to the standards set forth in
§214.105 of this subpart.

(b)(1) This section shall not apply if
the installation of the fall arrest sys-
tem poses a greater risk than the work
to be performed. In any action brought
by FRA to enforce the fall protection
requirements, the railroad or railroad
contractor shall have the burden of
proving that the installation of such
device poses greater exposure to risk
than performance of the work itself.

(2) This section shall not apply to
bridge workers engaged in inspection of
railroad bridges conducted in full com-
pliance with the following conditions:

(i) The railroad or railroad con-
tractor has a written program in place
that requires training in, adherence to,
and use of safe procedures associated
with climbing techniques and proce-
dures to be used;

(ii) The bridge worker to whom this
exception applies has been trained and
qualified according to that program to
perform bridge inspections, has been

§214.103

previously and voluntarily designated
to perform inspections under the provi-
sion of that program, and has accepted
the designation;

(iii) The bridge worker to whom this
exception applies is familiar with the
appropriate climbing techniques asso-
ciated with all bridge structures the
bridge worker is responsible for in-
specting;

(iv) The bridge worker to whom this
exception applies is engaged solely in
moving on or about the bridge or ob-
serving, measuring and recording the
dimensions and condition of the bridge
and its components; and

(v) The bridge worker to whom this
section applies is provided all equip-
ment necessary to meet the needs of
safety, including any specialized alter-
native systems required.

(c) This section shall not apply where
bridge workers are working on a rail-
road bridge equipped with walkways
and railings of sufficient height, width,
and strength to prevent a fall, so long
as bridge workers do not work beyond
the railings, over the side of the bridge,
on ladders or other elevation devices,
or where gaps or holes exist through
which a body could fall. Where used in
place of fall protection as provided for
in §214.105, this paragraph (c) is satis-
fied by:

(1) Walkways and railings meeting
standards set forth in the American
Railway Engineering Association’s
Manual for Railway Engineering; and

(2) Roadways attached to railroad
bridges, provided that bridge workers
on the roadway deck work or move at
a distance six feet or more from the
edge of the roadway deck, or from an
opening through which a person could
fall.

(d) This section shall not apply where
bridge workers are performing repairs
or inspections of a minor nature that
are completed by working exclusively
between the outside rails, including
but not limited to, routine welding,
spiking, anchoring, spot surfacing, and
joint bolt replacement.

[67 FR 1906, Jan. 15, 2002]
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